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NOTES:

NO SCALE

�"C

FIXTURE

LIGHTING

TYPICAL SIGN ILLUMINATION EQUIPMENT

�"C, TYPE 4 CONDUIT

TUBULAR SIGN MAST ARM

�"C CAPPED ELBOW

BETWEEN STRAPS.

Max 1’-0" SPACE

AND MOUNTING BRACKETS.

STRAP �"C TO WALKWAY

�"C

INSTALLATION FOR OVERHEAD SIGNS TUBULAR

DETAIL A

TYPE 4 CONDUIT

�"C, TYPE 1 OR
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TYPICAL SIGN ILLUMINATION EQUIPMENT

HOLE BY FRAME FABRICATOR)

1�"C CHASE NIPPLE (TAPPED

E
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2"C, MINIMUM

(TAPPED HOLE BY FRAME FABRICATOR)

WITH GASKETED COVER PLATE

�"C TYPE "L" CONDUIT FITTING

FINISHED GRADE

GASKETED COVER PLATE

CONDUIT FITTING WITH

�"C TYPE "T" (OR "L"),

INSTALLATION FOR OVERHEAD SIGNS ROUND POST

DETAIL B

TRANSFORMER (AS REQUIRED)

NEMA 3R ENCLOSURE FOR

SIGN STRUCTURAL FRAME

TYPE "L" CONDUIT FITTING

TO STRUCTURAL FRAME

STEEL PLATE �"  WELD
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FIXTURE

LIGHTING
WALKWAY

SIGN PANEL

TRANSFORMER (AS REQUIRED)

NEMA 3R ENCLOSURE FOR

MACHINE SCREW

WITH �", No. 16

SECURE TO STEEL PLATE

WALKWAY

SIGN PANEL

(AS REQUIRED)

TRANSFORMER

NEMA 3R ENCLOSURE FOR

TYPE "L" CONDUIT FITTING

SIDE VIEW FRONT VIEW ISOMETRIC VIEW

BRIDGE MOUNTED

INSTALLATION FOR OVERHEAD SIGNS

TYPICAL SIGN ILLUMINATION EQUIPMENT

See Note 4

DETAIL C

DISCONNECT CIRCUIT BREAKER

NEMA 3R ENCLOSURE FOR

BREAKER

DISCONNECT CIRCUIT

NEMA 3R ENCLOSURE FOR

DISCONNECT CIRCUIT BREAKER

NEMA 3R ENCLOSURE FOR

DISCONNECT CIRCUIT BREAKER

NEMA 3R ENCLOSURE FOR

CIRCUIT BREAKER

FOR DISCONNECT

NEMA 3R ENCLOSURE
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accessible from the sign walkway.

The Contactor and test switch enclosures shall be readily

size screws.

Enclosures and straps shall be secured by �" maximum

frame juncture details for photoelectric unit installation.

See Overhead Signs Standard Plans for overhead signs and

straps and brass machine screws tapped into the bracket.

bracket using one-hole galvanized malleable iron or steel

Type 4 conduit shall be secured to the nearest walkway
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